
DENT 

Extraoral Aerosol Evacuator  
For Dental Procedures   

Extraction. Filtration. Persistence.  



ULT JUMBO DENT  

Dental procedures release droplets, moisture and 

exhaled air, potentially contaminated with viruses 

and bacteria - posing an increased health risk to 

staff and patients.  

The JUMBO DENT extraoral aerosol evacuator 

provides additional safety against aerosol- and 

airborne contaminants.  

Perfectly designed capturing elements allow for 

highest efficiency possible right at the source, 

reducing the spread of viruses and bacteria 

tremendously. The U15 filter removes 99.9995% of 

all captured contaminants at 0.1 to 0.3 microns 

(according to DIN EN 1822), exactly the size 

spectrum of viruses and bacteria.  

The JUMBO DENT operates at 54 dB(A) max. 

Smooth-running wheels allow for easy relocating 

and adjusting. The three-joint extraction arm can 

be positioned conveniently, and even inner walls 

do not allow residues to settle.   

Technical data   

Filtration system Moisture absorbing pre-filter 

Filter mat M5 

Particle filter U15 

Max. volume flow 112 cfm 

Max. vacuum 12.8” wc 

Nominal capacity 47 cfm @ 7.6“ wc 

Electrical connection 120 V / 60 Hz 

Power consumption 150 W 

Dimensions 17.7” x 13.4” x 20.9” 

Weight 40 lbs. 

Sound level 49 dB (A) @ 50%, 54 dB (A) @ 100% 

Material Impact-resistant ABS 

Resistant to chemicals 

All technical details are to be regarded as non-binding and general and particularly do not 
count as a guarantee of the suitability of a product for a specific application. 



Benefits at-a-glance 
 

» Ready-to-use kit, consisting of evacuator unit, extraction arm 
and foot switch   

» ULPA filter (ULPA = Ultra Low Particulate Air) are commonly 
used in hospitals, operating rooms and biomedical facilities, 
removing more than 99.9995% of contaminants at 0.1 to 0.3 
microns 

» Flexible, lightweight and extremely quiet 

» Perfect ergonomics, easy handling 

» Adjustable airflow 

» Contamination-free filter change when used with RegBox150  

Optional accessory : 

The RegBox150  

Technical data 

Power 1.4 kW / 120 V 

Max. temperature 149°F 

Electric connection 120 V / 60 Hz 

Dimensions 10” x 8” x 15.7” 

Weight 22 lbs. 

All technical details are to be regarded as non-binding and general and 

particularly do not count as a guarantee of the suitability of a product 

for a specific application. 

This box passivates bacteria and viruses inside the 

filters of the evacuator reliably within an hour. It 

also dries the device. The box provides 150°F warm 

air to the hooked up and turned on evacuator. 

Warm air flushes the entire filter set-up passivating 

relevant contaminants. The RegBox150 is time 

controlled and powers down automatically.  
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ULT is certified according to ISO 9001:2015. 

The plants are designed meeting international 

standards such as EC or UL. 

 

These products are covered under one or 

more European / international patents and / 

or patent pending applications. 

 

Detailed technical information can be found 

on device specific data sheets or on our 

website. All technical data is general and not 

binding and does not guarantee the suitability 

of a product for a specific application. 
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